Sisound®

...For Pure Sound

Solidus ‘M

Hi-End Loudspeakers

The Solidus M speakers were created with smaller rooms in mind, where

it's not possible to accommodate the S or X models. They are also a response
to customer demands and a personal challenge to maintain a

high price-to-performance ratio without unnecessary compromises.

The result is an incredibly natural-sounding speaker, delivering spacious sound
with a soothing midrange and deep bass foundation.

Planar Ribbon

Planar ribbons are the most accurate drivers on the market.

A thin and light film, moved by neodymium magnets, provides low distortion

- and speed that no dome or fraditional ribbon can matfch.

Solidus M uses the same driver found in the X model. This allowed us to maintain
sound consistency and preserve the highest quality in the high-frequency range.

b

-Way Sealed Box Design

in the X model, we chose to use a sealed enclosure for the low-end.
m a sealed enclosure is more natural and varied than typical bass reflex
solutions. Solidus M features a 10" Scan-Speak driver with a paper cone.

r cone speed and light suspension of this driver allowed us to use it
idrange section and pair it with the planar ribbon, which is highly
g. Despite these characteristics, the Solidus M still surprises with its fast

ndmade by Sisound

2akers are designed and handmade by vus in Poland.
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Specification:

Dimensions: 113,5 x 38 x
Weight: 30 kg each
Impedance: 4 Ohm
Sensitivity: 87dB
RMS: 150W

Type: 2 - way

Bass: Sealed box
Frequency: 29Hz - 30kt
HF: Planar ribbon :
LF: Scan-speak Paper

Finish details:

Standard finish 3
Hi-gloss front / satfin lacg
back twin color :

Other finishes
Any color and shine leve
be done on request. i
Wood veneer and natura
Front panel finishes availa
request.
Magnetic front panels.
Soundcare superspikes incli

Delivery and setup
Done personally by Sisound.
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